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 The fence fabric shall be attached to the posts using tie wire.  Fabric 
shall be secured to the posts by wrapping a tie wire around the horizontal 
fence strands and the posts.  A top tension wire shall be used to prevent 
sagging.  When installed on paved surfaces, the Engineer will determine 
if a bottom tension wire is required.  The Contractor may elect to install 
the construction fence in another manner if approved by Engineer. 
 
Damaged Construction Fence.  Damaged construction fence shall be 
repaired or replaced within four hours after the Contractor is notified.  
When the Engineer determines that the fence is no longer needed, the 
Contractor shall remove the fence, which shall become the property of the 
Contractor. 
 
104.20.04 MEASUREMENT AND PAYMENT.  The payment 
will be full compensation for the installation, removal, maintenance and 
for all material, labor, equipment, tools, and incidentals necessary to 
complete the work. 
 
 Temporary Orange Construction Fence will be measured and paid for 
at the Contract unit price per linear foot for the actual number of linear 
feet measured to the centers of end posts.   
 
 Remove and Reset Temporary Orange Construction Fence will be 
measured and paid for at the Contract unit price per linear foot. 
 
 

SECTION 105 — AGGREGATE FOR 
MAINTENANCE OF TRAFFIC 

 
105.01 DESCRIPTION.  This work shall consist of constructing base 
courses using either crusher run aggregate CR-6 for maintenance of traffic 
or bank run gravel subbase for maintenance of traffic as specified in the 
Contract Documents or as directed by the Engineer. 
 
105.02 MATERIALS. 
 

Crusher Run Aggregate CR-6 901.01 
Bank Run Gravel Subbase 901.01 

 
105.03 CONSTRUCTION.  Refer to the applicable portions of 
501.03. 
 
105.04 MEASUREMENT AND PAYMENT.  Crusher Run 
Aggregate CR-6 for Maintenance of Traffic and Bank Run Gravel 
Subbase for Maintenance of Traffic will be measured and paid for at the 
Contract unit price per ton.  The payment will be full compensation for all 
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aggregate, hauling, placing, compacting, removal and disposal, and for all 
material, labor, equipment, tools, and incidentals necessary to complete 
the work. 
 
 

SECTION 106 — HOT MIX ASPHALT (HMA) 
FOR MAINTENANCE OF TRAFFIC 

 
106.01 DESCRIPTION.  This work shall consist of constructing 
HMA pavement for maintenance of traffic as specified in the Contract 
Documents or as directed by the Engineer. 
 
106.02 MATERIALS. 
 

Tack Coat (Rapid Setting) 904.03 
HMA    904.04 
Crack Filler    911.01 & 911.01.01 
Production Plant   915 

 
106.03 CONSTRUCTION.  Refer to the applicable portions of 
504.03. 
 
106.04 MEASUREMENT AND PAYMENT.  Hot Mix Asphalt for 
Maintenance of Traffic will be measured and paid for at the Contract unit 
price per ton.  The payment will be full compensation for all tack coat, 
crack filler, hauling, placing, compacting, removal and disposal, and for 
all material, labor, equipment, tools, and incidentals necessary to 
complete the work. 
 
 

SECTION 107 — CONSTRUCTION STAKEOUT 
 
107.01 DESCRIPTION.  This work shall consist of furnishing, 
placing and maintaining construction layout stakes as specified in the 
Contract Documents or as directed by the Engineer. 
 

The Contractor shall, as part of the construction stakeout operation, 
before any clearing operation commences, demarcate any wetlands and 
the limit of clearing throughout the entire project as shown in the Contract 
Documents and labeled as Limit of Clearing or Wetlands to the 
satisfaction of the Engineer. 
 

Where limits of clearing are not shown in the Contract Documents, the 
limit of clearing will be the top of cut, toe of slope or limit of ditch 
excavation. 
 


